
KL 300 LED
P/N 120.300

Mounting bracket
for column Ø 20 mm    P/N 120.220
for column Ø 25 mm    P/N 120.225
for column Ø 29 mm    P/N 120.229
for column Ø 32 mm    P/N 120.232
for column Ø 35 mm    P/N 120.235
for ZEISS stand K/stand M   P/N 120.240

  

 

Flexible light guide 1-branch
4.5 mm optic fiber bundle, 600 mm
P/N 121.101

Flexible light guide 1-branch
4.5 mm optic fiber bundle, 1000 mm
P/N 171.101

Flexible light guide 2-branches
4.5 mm optic fiber bundle, 1000 mm
P/N 171.202

Combi light guide 2-branches
4.5 mm flexible, 600 mm
3.5 mm gooseneck, 500 mm
P/N 120.402

Gooseneck light guide 1-branch
3.5 mm optic fiber bundle, 500 mm
P/N 170.101

Gooseneck light guide 2-branches
3.5 mm optic fiber bundle, 500 mm
P/N 170.202

Transmitted Light 
Stage; 
insert diameter 
84 mm,
for flexible light guide 
up to Ø 5 mm
P/N 122.150

Polarizing 
filter 
attachment 
for TL
P/N 158.500

Mounting bracket
P/N 120.250

Base
Ø = 100 mm
3 x M6 thread
P/N 158.340

Articulated arm
L = 200 mm 
2 x M6 thread 
P/N 158 .345

Holder for 
focusing lens 
P/N 158.341

Focusing lens
P/N 158.210

Halogen 
filter for 
focusing lens
P/N 158.207

Holder for flexible  
light guides
P/N 158.330

Polarizing 
filter for 
focusing 
lens, 
twistable
P/N 158.205

Focusing lens and 
filter set for light 
guides
up to Ø = 5 mm; 
blue, red, green, 
yellow
P/N 158.200

Analyzer M 49 x 0.75, 
P/N 158.505
Analyzer M 52 x 1, 
P/N 158.510

6-point ring light
Øi = 66 mm, flexible length 900 mm
P/N 172.601

Mini ring light  
flexible length, approx. 1000 mm
with changeable adapter 
for connecting on KL 300, 
KL 1500, KL 1600, KL 2500  
Øi = 40.0 mm  P/N 157.040

Adapter  
for brightfield ring lights
Øi = 50 mm  P/N 157.448
Øi = 58 mm  P/N 157.450
Øi = 60 mm  P/N 157.452

Adapter  
for base plate
Ø 90 mm    P/N 157.630
Ø 100 mm  P/N 157.600
Ø 120 mm  P/N 157.610
Ø 180 mm  P/N 157.620

KL 300 LED 

System diagram for KL series


