
System diagram for KL series

Light guide adapter 
for Megalight  P/N 158.321
for ColdVision  P/N 158.322
for Volpi and Photonic  P/N 158.323
 

Filter Holder  P/N 258.330

Gooseneck light 
guide 1-branch
Ø = 4.5 mm/600 mm
P/N 154.101

Diffuse facelight
active area 78 x 30 mm 
P/N 500.100
fitting light guides
P/N 155.103

Annular ring light 
for incident darkfield

flexible length 
approx. 1000 mm

P/N 157.406

Polarization filter
for annular ring light
Øi = 66 mm  
P/N 158.430
for annular ring light
Øi = 58 mm  
P/N 158.440

Adapter  
for brightfield ring lights
Øi = 50 mm  P/N 157.448
Øi = 58 mm  P/N 157.450
Øi = 60 mm  P/N 157.452

Line light with 
adjustable front lens 

flexible length 
approx. 1000 mm

Slit 50 x 1.2 mm  P/N 160.100
Slit 100 x 0,6 mm  P/N 160.110
Slit 200 x 0,3 mm  P/N 160.120

Mini ring light
flexible length 

approx. 1000 mm
with changeable adapter 

for connecting on KL 300, 
KL 1500, KL 1600, KL 2500  
Øi = 40.0 mm  P/N 157.040

Annular ring light
flexible length 

approx. 1000 mm
Øi = 58 mm  P/N 157.410
Øi = 66 mm  P/N 157.420

Annular ring light
flexible length

approx. 1000 mm
Øi = 66 mm (slim) P/N 157.066

Øi = 81 mm P/N 157.081
Øi = 86 mm P/N 157.086

Gooseneck light 
guide 2-branch
Ø = 4.5 mm/600 mm
P/N 154.202

Gooseneck light 
guide 3-branch
Ø = 4.5 mm/600 mm
P/N 154.302

Flexible light 
guide 2-branch
Ø = 4.5 mm/1000 mm
P/N 155.204
Ø = 4.5 mm/1600 mm
P/N 155.205

Flexible light 
guide 3-branch
Ø = 4.5 mm/1000 mm
P/N 155.206

Double combi
light guide
Ø = 4.5 mm/500 mm  
+ 800 mm
flexible  P/N 170.402

Flexible light guide 1-branch
Ø = 5.0 mm/1000 mm  P/N 155.100
Ø = 5.0 mm/1600 mm  P/N 155.102
Ø = 8.0 mm/1000 mm  P/N 155.103
Ø = 9.0 mm/1000 mm  P/N 155.104

Focusing lens for light guides
up to Ø = 5 mm  P/N 158.210

Transmitted Light Stage
Ø 84 mm, for flexible ight 
guide up to Ø 5 mm
P/N 122.150

Adapter for combi
light guide 
Ø 32 mm column
P/N 158.402

Polarization filter 
attachment for TL
P/N 158.500

Articulated arm
with 2 x M6 
connecting threads 
P/N 158.345

Base for articulating arm
with 3 x M6 connecting  
threads 
P/N 158.340

Holder with M6 thread
for all ring light
P/N 157.430

Holder for focusing lens
P/N 158.341

Polarization filter for 
focusing lens, twistable  
P/N 158.205

Daylight filter for
focusing lens
P/N 158.211

Halogen filter for
focusing lens
P/N 158.207

Focusing lens and filter 
set for light guides 
up to Ø = 5 mm; blue, red, 
green, yellow  P/N 158.200

Insert filter Ø 28 mm
halogen  P/N 258.307

Insert filter Ø 28 mm for 
fluorescence excitation 
blue  = 484 nm  P/N 258.313
green  = 515 nm  P/N 258.314

Light guide adapter  
for Volpi and Photonic
P/N 158.320

Power cord EU   P/N 400.051
     Power cord US   P/N 400.052

Power cord UK  P/N 400.053
Power cord CH  P/N 400.054

KL 1500 HAL
P/N 150.700

KL 1600 LED
P/N 150.600

KL 2500 LED
P/N 250.400

Insert filter Ø 28 mm 
blue P/N 258.302
red  P/N 258.303

green  P/N 258.304
yellow  P/N 258.305

Polarization filter for 
focusing lens, twistable 
for light guides  
Ø = 8 mm + 9 mm
P/N 158.206

Holder with M6 thread
for flexible light guide
up to Ø = 5 mm  P/N 158.330
Ø = 8 mm + 9 mm   P/N 158.335

Foot switch 
P/N 400.020

Insert filter Ø 28 mm 
daylight filter  P/N 258.306

Analyzer M 49 x 0.75
P/N 158.505
Analyzer M 52 x 1
P/N 158.510

Adapter  
for base plate
Ø 90 mm    P/N 157.630
Ø 100 mm  P/N 157.600
Ø 120 mm  P/N 157.610
Ø 180 mm  P/N 157.620
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Adapter for working 
Distance (WD)
WD 30-50 mm  P/N 157.569
WD 30-80 mm  P/N 157.567
WD 30-110 mm  P/N 157.562

Focusing lens
for light guides  
active diameter 
Ø = 8 mm + 9 mm
P/N 158.215

KL 1600 LED | KL 2500 LED | KL 1500 HAL 


